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MULTICOLOUR SCREEN 3%
Screen fabric with a textured natural appearance
High colour rendering index (CRI) for excellent colour fidelity
Superior light control to minimise glare
Standard 100 by Oeko-Tex® certified, free from harmful
substances
Antimicrobial properties to support hygiene management
Greenguard® certification for low-emission products

APPLICATIONS

FABRIC PROPERTIES 
FEATURES / TECHNICAL PROPERTIES 

WASHING INSTRUCTIONS 
FIRE PROTECTION
C-s2,d0 (EN 13501-1)
M2 (NF P 92-593)
B1 (DIN 4102-1)
NFPA 701
KFI
Type B (BS 5867-2)
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Not suitable: SG 4905, SG 4900, SG 4907

Semi transparent

25% Polyester, 75% PVC

420 g/m²

0.57 mm

295 cm

12.7 cm, 250 cm, 300 cm

7-8

Flame retardant

Optimised for workstations

Antimicrobial

Applicable in humid areas

Digital printing

Oeko-Tex, Greenguard

Weldable



Multicolour Screen 3%

Colour 

1 17.7 21.4 58.8 19.8 6.1 0.56 0.40 

2 12.1 17.1 59.8 23.1 4.6 0.55 0.40 

3 8.8 12.4 44.5 43.1 5.7 0.64 0.46 

4 7.6 11.2 29.2 59.6 4.7 0.74 0.53 

5 7.4 9.7 16.7 73.6 6.2 0.82 0.59 

6 5.3 6.5 14.2 79.3 4.5 0.83 0.60 

Fc + gtot: Value calculated with glass: 0.72 / Ug = 1.6 W/m² K, DIN EN 13363-1 

Multicolour Screen 3%

Colour Glare control Privacy at night Sight contact with the outside Daylight utilisation Colour rendering index (CRI)

1 0 1 2 2 90 

2 0 2 1 2 80 

3 0 1 3 1 92 

4 1 2 2 1 83 

5 0 1 3 1 91 

6 1 2 2 1 93 

0: No effect, 1: Low effect, 2: Medium effect, 3: High effect, 4: Very high effect 

OPTICAL AND SOLAR COEFFICIENTS (± 5%, DIN EN 410)

CLASSIFICATION OF SOLAR SHADING DEVICES (DIN EN 14501:2021)



Multicolour Screen 3%
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Colours shown are not binding 
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